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(5) Vessels using spuds for anchors 
shall anchor as close to shore as prac-
ticable having due regard for the provi-
sions in paragraph (b)(3) of this section. 

(6) Fixed moorings, piles or stakes, 
and floats or buoys for marking an-
chorages or moorings in place are pro-
hibited. 

(7) Whenever the maritime or com-
mercial interests of the United States 
so require, the Captain of the Port is 
hereby empowered to shift the position 
of any vessel anchored or moored with-
in or outside of the anchorage area in-
cluding any vessel which is moored or 
anchored so as to obstruct navigation 
or interfere with range lights. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967, as 
amended by CGD08–06–26, 72 FR 464, Jan. 5, 
2007] 

§ 110.197 Galveston Harbor, Bolivar 
Roads Channel, Texas. 

(a)(1) Anchorage area (A). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′48.5″ N 94°42′54.0″ W 
29°20′43.0″ N 94°44′46.5″ W 
29°21′15.0″ N 94°44′27.0″ W 
29°21′05.0″ N 94°42′52.0″ W 

and thence to the point of beginning. 

(2) Anchorage area (B). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′43.0″ N 94°44′46.5″ W 
29°20′37.0″ N 94°46′08.0″ W 
29°21′14.0″ N 94°45′50.0″ W 
29°21′15.0″ N 94°44′27.0″ W 

and thence to the point of beginning. 

(3) Anchorage area (C). The water 
bounded by a line connecting the fol-
lowing points: 

Latitude Longitude 

29°20′39.0″ N ........................ 94°46′07.5″ W. 
29°21′06.1″ N ........................ 94°47′00.2″ W. 
29°21′24.0″ N ........................ 94°46′34.0″ W. 
29°21′14.5″ N ........................ 94°45′49.0″ W. 

and thence to the point of beginning. 
(b) The regulations. (1) The anchorage 

area is for the temporary use of vessels 
of all types, but especially for vessels 
awaiting weather and other conditions 
favorable to the resumption of their 
voyages. 

(2) Except when stress of weather 
makes sailing impractical or haz-

ardous, vessels shall not anchor in an-
chorage areas (A) or (C) for more than 
48 hours unless expressly authorized by 
the Captain of the Port Houston-Gal-
veston. Permission to anchor for longer 
periods may be obtained through Coast 
Guard Vessel Traffic Service Houston/ 
Galveston on VHF-FM channels 12 
(156.60 MHz) or 13 (156.65 MHz). 

(3) No vessel with a draft of less than 
22 feet may occupy anchorage (A) with-
out prior approval of the Captain of the 
Port. 

(4) No vessel with a draft of less than 
16 feet may anchor in anchorage (C) 
without prior approval of the Captain 
of the Port Houston-Galveston. 

(5) Vessels shall not anchor so as to 
obstruct the passage of other vessels 
proceeding to or from other anchorage 
spaces. 

(6) Anchors shall not be placed in the 
channel and no portion of the hull or 
rigging of any anchored vessel shall ex-
tend outside the limits of the anchor-
age area. 

(7) Vessels using spuds for anchors 
shall anchor as close to shore as prac-
ticable, having due regard for the pro-
visions in paragraph (b)(5) of this sec-
tion. 

(8) Fixed moorings, piles or stakes, 
and floats or buoys for marking an-
chorages or moorings in place, are pro-
hibited. 

(9) Whenever the maritime or com-
mercial interests of the United States 
so require, the Captain of the Port, or 
his authorized representative, may di-
rect the movement of any vessel an-
chored or moored within the anchorage 
areas. 

[CCGD8–85–21, 55 FR 11369, Mar. 28, 1990, as 
amended by CGD08–02–018, 68 FR 25497, May 
13, 2003] 

§ 110.205 Chicago Harbor, Ill. 

(a) The anchorage grounds—(1) An-
chorage A, exterior breakwater. South-
west of a line parallel with and 150 feet 
southwestward of the exterior break-
water; west of a line parallel with and 
150 feet west of the south extension of 
the exterior breakwater; northeast of a 
line parallel with and 1,500 feet south-
westward of the exterior breakwater; 
and east of a line parallel with the 
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south extension of the exterior break-
water and 500 feet eastward of the east 
face of the filtration plant. 

(2) Anchorage B, south arm. West of a 
line parallel with and 150 feet west of 
the south arm of the exterior break-
water; north of a line perpendicular to 
the south arm at its south end; east of 
a line parallel with the south arm, 
about 2,200 feet therefrom and on line 
with the east face of the Municipal 
Pier; and south of a line perpendicular 
to the south arm 700 feet from its north 
end. 

(3) Anchorage C, shore arm. South of a 
line parallel with and 150 feet south-
ward of the shore arm of the exterior 
breakwater; west of a line parallel with 
the south extension of the exterior 
breakwater, 100 feet westward of the 
east end of the shore arm; northwest of 
a line perpendicular to the Lake Shore 
Drive revetment and 300 feet northwest 
of the northwest corner of the filtra-
tion plant; and east of a line parallel 
with and 600 feet lakeward of the Lake 
Shore Drive revetment. 

(4) Anchorage D, Chicago Harbor Lock 
South. Beginning at a point 35.5 feet 
South (16 feet South of the South face 
of the Southeast guidewall) and 28.0 
feet West of the SE Guide Wall Light; 
thence Westerly and parallel to the 
guidewall 800 feet to a point that is 16 
feet South of the South face of the 
Southeast guidewall; thence Southerly 
80 feet to a point that is 96 feet South 
of the South face of the Southeast 
guidewall; thence Easterly 800 feet to a 
point that is 96 feet South of the south 
face of the southeast guidewall; thence 
Northerly 80 feet to the point of begin-
ning. 

(5) Anchorage E, Chicago Harbor Lock 
North. Beginning at a point 156.75 feet 
North (16 feet North of the North face 
of the Northeast guidewall) and 590 feet 
West of the SE Guidewall Light; thence 
Westerly and parallel to the guidewall 
600 feet to a point that is 16 feet North 
of the North face of the Northeast 
guidewall; thence Northerly 80 Feet to 
a point that is 96 feet North of the 
North face of the Northeast guidewall; 
thence Easterly 600 feet to a point that 
is North of the North face of the North-
east guidewall; thence Southerly 80 
feet to the point of beginning. 

(b) The rules and regulations. (1) Ex-
cept in cases of emergency, no vessel 
may be anchored in Chicago Harbor 
outside of the anchorage grounds in 
paragraph (a) of this section or the spe-
cial anchorage areas prescribed in 
§ 110.83. 

(2) Anchors must not be placed out-
side the anchorage areas, nor shall any 
vessel be so anchored that any portion 
of the hull or rigging shall at any time 
extend outside the boundaries of the 
anchorage area. 

(3) Any vessel anchoring under cir-
cumstances of great emergency outside 
of the anchorage areas must be placed 
near the edge of the channel and in 
such position as not to interfere with 
the free navigation of the channel nor 
obstruct the approach to any pier nor 
impede the movement of any boat, and 
shall move away immediately after the 
emergency ceases, or upon notification 
by the Captain of the Port. 

(4) The maneuvering of a vessel by 
means of a dragged anchor, except 
within an established anchorage 
ground or in stress of weather or to 
avoid collision, is prohibited. Unneces-
sary maneuvering in any of the anchor-
age grounds is prohibited. 

(5) The directions of the Captain of 
the Port assigning vessels to parts of 
the anchorage grounds suitable to their 
draft, requiring vessels to anchor bow 
and stern, requiring shifting the an-
chorage of any vessel within any an-
chorage ground for the common con-
venience, or for otherwise enforcing 
this section, shall be promptly exe-
cuted by owners, masters, and persons 
in charge of vessels. 

(6) Nothing in this section shall be 
construed as relieving the owner or 
person in charge of any vessel from the 
penalties of the law for obstructing 
navigation or for obstructing or inter-
fering with range lights, or for not 
complying with the navigation laws in 
regard to lights, fog signals, or for oth-
erwise violating law. 

(7) No vessel may use anchorages A, 
B, D, and E except commercial vessels 
operated for profit. No person may 
place floats or buoys for making moor-
ings or anchors in place in anchorages 
A and B. No person may place fixed 
moorings piles or stakes in anchorages 
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A and B. (Mooring facilities are avail-
able adjacent to the lakeside 
guidewalls of the Chicago Harbor Lock 
in anchorages D and E.) All vessels 
using anchorages D and E shall moor 
against pile clusters adjacent to the re-
spective anchorage. 

Any time barges are moored in an-
chorage D or E, a manned towing ves-
sel shall be present in one of these an-
chorages. Exceptions to this surveil-
lance requirement are allowable for pe-
riods not to exceed one hour. 

(8) No commercial vessels operated 
for profit that measure 50 gross tons or 
more may anchor in anchorage C. Tem-
porary floats or buoys for marking 
moorings or anchors in place may be 
used in anchorage C. No person may 
place a fixed mooring pile or stake in 
anchorage C. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967, as 
amended by CGFR 70–65a, 36 FR 7967, Apr. 28, 
1971; CGD9–85–01, 50 FR 29224, July 18, 1985] 

§ 110.206 Detroit River, Michigan. 

(a) The Anchorage grounds. Belle Isle 
Anchorage. The area is in the Detroit 
River immediately downstream from 
Belle Isle on the U.S. side of the Inter-
national Boundary line within the fol-
lowing boundaries: beginning at a point 
bearing 250 T, 5400 feet from the James 
Scott Memorial Fountain (42°20′06″ N., 
82°59′57″ W.) at the West end of Belle 
Isle; then 251 T, 3000 feet; thence 341 T, 
800 feet; thence 071 T, 3000 feet; thence 
161 T, 800 feet to the point of beginning. 

(b) The regulations. (1) Vessels shall 
be anchored so as not to swing into the 
channel or across steering courses. 

(2) The Belle Isle Anchorage area is 
for the temporary use of vessels of all 
types, but especially for naval and mer-
chant vessels awaiting berths, weather, 
or other conditions favorable to the re-
sumptions of their voyage. 

(3) No vessel may be anchored unless 
it maintains a continuous bridge 
watch, guards and answers channel 16 
FM and channel 12 FM (VTC SARNIA 
sector frequency), maintains an accu-
rate position plot and can take appro-
priate action to ensure the safety of 
the vessel, structures and other ves-
sels. 

(4) Vessels may not anchor in the 
Belle Isle Anchorage for more than 72 

hours without permission of the Cap-
tain of the Port of Detroit. 

[CGD09 85–05, 51 FR 21357, June 12, 1986, as 
amended by USCG–1998–3799, 63 FR 35526, 
June 30, 1998] 

§ 110.207 Cleveland Harbor, Ohio. 

(a) The anchorage grounds—(1) West 
anchorage. The northwesterly portion 
of the West Basin between the north-
west limits of the West Basin and a 
line parallel to and 1,050 feet distant 
from the West Breakwater; and from 
the southwest limits of the West Basin 
to a line perpendicular to the West 
Breakwater, 2,050 feet southwesterly 
along the West Breakwater from Cleve-
land West Breakwater Light. 

(2) East anchorage. The southeasterly 
portion of the East Basin between the 
mainland and a line parallel to and 
1,250 feet distant from the East Break-
water; from opposite Cleveland East 
Entrance Light to a due north line 
passing through the flashing white 
light on the Allied Oil Company dock. 

(3) Explosives anchorage. In Lake Erie, 
northwest of Cleveland Harbor East 
Breakwater, and including a rectan-
gular area marked by four white spar 
buoys at the following true bearings 
and distances from Cleveland East 
Pierhead Light: 38°30′, 2,050 feet; 68°, 
2,050 feet; 57°, 7,050 feet; and 49°, 7,050 
feet. 

(b) The regulations. (1) The west and 
east anchorages are general anchor-
ages. 

(2) Use of the explosives anchorage 
shall be subject to the supervision of 
the Captain of the Port. 

§ 110.208 Buffalo Harbor, N.Y. 

(a) The anchorage grounds—(1) Explo-
sives Anchorage A. Inside the south sec-
tion of the main breakwater 700 feet 
wide starting at a point 500 feet south-
erly from the south end of the north 
section and extending approximately 
153° true, 3,000 feet parallel to the line 
of the south section of the main break-
water. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967, as 
amended by CGD 77–210, 44 FR 50040, Aug. 27, 
1979] 
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